
 

 

100/1000BASE-T Magnetics Modules                                     

YT18-3003SI 

Features: 
· Designed to Support 1:1 Turns Ratio Transceivers,Full duplex applications 
· Supports 4 pairs of category 5 UTP cable 
· Comokuant with IEEE 802.3ab 
· Operating temperature -40℃ to +85℃ 
· Minimum interwinding breakdown voltage of  1500Vrms 

Electrical  Specifiations @ 25℃ 
   Insertion  loss: 100 KHz       -1.2 dB MAX 
                 1-100 MHz     -1.0 dB MAX  
                 125 MHz       -3.0 dB MAX 
   Return  Loss:  1-40 MHZ     -16dB MIN 
                  40-100 MHz   -10+20*LOG10（f/80） dB MIN  
   Crosstalk    :  1  MHz      -50 dB 
                  30-100 MHz   -55+24*LOG10（f/100） dB MIN 
   Differential to common mode rejection: 
                 2 MHz         -50 dB MIN  
                 30-100MHz     -43+22*LOG10（f/30） dB MIN  
 
 
   Note: f is frequency in MHz 

 

Schematics                                                                   
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  Mechanicals                             

 0.039
(0.99)

 
0
.6
2
0

(
1
5.
7
5
)

 
0.
7
7
0

(
19
.
5
6
)

 0.429
(10.90)

 0.025
(0.64)

0.537(13.64)

 0
.
6
0
0

(1
5
.
2
4
)

 0.429
(10.90)

 0.039
(0.99)

YULONG

x x x x

YT18-3XXXSI
 0
.
7
4
0

(1
8
.
8
0)

(SUGGESTED PCB PAD LAYOUT)

 
0
.2
2
5

(
5
.7
5
)

0.004/0.10

24 SURFACES

 0.600
(15.24)

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 NOTE:Dimensions:inches/(mm) unless otherwise specified all tolerances are±0.010(0.25)                         
YuTai Electronics Co.,Ltd    TEL:86-574-63620701   Http://www.yutai-elec.com   E-mail:sales@yutai-elec.com 


