
 

 

10M/100M/1000M BASE-T Dual PORT Magnetics Modules                  

Features: 
· Designed to Support 1:1 Turns Ratio Transceivers,Full duplex applications 
· Supports 4 pairs of category 5 UTP cable 
· Comokuant with IEEE 802.3ab 
· Operating temperature -40℃ to 85℃ 
· Minimum interwinding breakdown voltage of  1500Vrms 

Electrical  Specifiations @ 25℃ 

Insertion 
Loss  

(dB Max) 

ReturnLoss 
 

(dB min) 

Common to Common 
Mode Rejection 

(dB min) 

Crosstalk 
 

(dB min) 

 
 
Part  Number 

0.1MHz to 

100MHz 

0.5MHz 

to  40MHz 

40MHz 

to 100MHz 

0.1MHz to 100MHz 30MHz 60MHz 100MHz

YT18-3205S -1.4   -14.4   -12         -40 -43.5  -37.5  -33 

Schematics                                                                   

12 3 45 6 9 1011 12 1314 15 1617 18 1920 21 2223 24

4847 46 4544 43 4241 40 3938 37 3635 34 3332 31 3029 28 2726 25

78

TD1+ TD1- TD2+ TD3+ TD4+ TD5+ TD6+ TD7+ TD8+TD2- TD3- TD4- TD5- TD6- TD7- TD8-TCT1 TCT2 TCT3 TCT4 TCT5 TCT6 TCT17 TCT8

MX1+ MX2+ MX3+ MX4+ MX5+ MX6+ MX7+ MX8+MX1- MX2- MX3- MX4- MX5- MX6- MX7- MX8-CMT1 CMT2 CMT3 CMT4 CMT5 CMT6 CMT7 CMT8

 

                                   Mechanicals                             
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NOTE:Dimensions:inches/(mm) unless otherwise specified all tolerances are±0.010(0.25)                       
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